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SMARTER OCUOMMUNIDATIONS

NexVortex ITSP Setup

Author: Zultys Technical Support

This document covers how to set up a NexVortex account. For ITSP Accounts ALG is
required. For further information on ALG please refer to the ALG documentation available
from Zultys Technical Support

Zultys, Inc. 771 Vaqueros Sunnyvale, California, USA 94085 www.zultys.com
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1.1 Create ITSP Account
In the Admin Ul goto ProvisionESIP servers and ITSPs
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This will bring up the SIP and ITSP configuration screen. It has three (3) tabs along the top.
To configure SIP server click on t#Ptab, for ITSPs click on thE SPtab, and to set up
the authentications click on the last talthentication

a SIP Servers and ITSPs E@
Authentication
Name 4 |Active  |Codec Profile  |SIP Profile
. . . | ~Servers List
{" Request using DN5_SRV from
{* Use the following servers
Address Port
Redistration
I FRegister
| lame Timeout: |1 j
[T Force Symmetic MAT Traversal
o [0
Domain
"From" header | "To" header | Request-URI 1 Misc ]
' lse address of the MX
{~ Change to MX domain i device belongs to user
{~ |Use address of the Server
™ se the following Address
. | X Clos= | SIP Profiles ? Help
1.1.1 The SIP Servers and ITSPs panels each comprise two sections:

The Servers Table, located on the left side of the panels, lists the servers that provide

voice session access to MX devices.

The Properties Table, located on the right side of the panel, configures the address used
to access the servers and specifies transmission characteristics of SIP packets that set up the

voice sessions.
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1.1.2 Servers Table

The Servers table in the SIP Servers and ITSPs panels lists the SIP servers accessed by the
MX to establish voice call sessions. Each row corresponds to a SIP server. The following
parameters identify the characteristics of each SIP server.

Name This parameter identifies the SIP Server to the MX. Other Ul windows, such as
the Dial Plan: Routing panel, references SIP Servers by their names.

Active: This parameter specifies the active status between the MX and the SIP server. If
this paameter is not selected, the MX cannot use the specified SIP server to route a call.

Type: This parameter specifies the method that incoming calls from the SIP server are
handled by the MX. Valid parameter settings include:

Internal : The number spefeed in the SIP INVITE is treated as a dialing pattern that is
evaluated by the Routing panel of the Dial Plan window.

External: The number specified in the SIP INVITE is treated as a DID and routed to the
user that is assigned to that number. Callb witrecognized DID numbers are handled as
specified by the Outside panel of the Dial Plathservers in the ITSP panel are external.

This parameter is not listed in the Servers table of the ITSP panel.

Codec Profile Specifies the list of codecs thae SIP server can use for negotiating
communication settings with other SIP devices. Codec Profiles configured in your system are
listed in the Codec Profiles window.

SIP Profile: SIP profiles define SIP packet characteristics for packets utilizing the
specified SIP server. Press the SIP Profiles button located at the bottom of the panel for a list
of SIP Profiles and their definitions.

To add a SIP Server to the table, right click the mouse while pointing in the table and select
New. Enter the servgrarameters in the new row.
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To edit an existing SIP Server, double click in the appropriate cell and enter the new
information.

To remove a SIP Server from the table, select the server, right click the mouse, and select
Delete from the menu.

1.1.3 Properties Table

The properties table defines connection, registration, and SIP packet characteristics for the
SIP server highlighted in the Servers table. The text at the top of the table, above the Servers
List, identifies the server configured by the Properties table.

Servers List This table section defines the access address of the selected SIP Server:

Request using DNS_SRVSelect this option to specify an FQDN that is associated with
the desired SIP server. The MX uses the DNS server to resolve the IP address and port of the
server.

Use the following serversSelect this option to specify one or more SIP Server addresse
(using dotted decimal notation or FQDN) and port number configurations through which the
MX performs voice callsTo add server addresses to the table, place the cursor in the table
and right click the mouse.

Registration: This section specifies thegistration parameters that allow the MX to
register as a client to the selected SIP server.

Register. Place a mark in this selection box to enable the MX to register as a client to the
specified SIP Server.

User Name This parameter specifies theist) that is specified as the user name in the
From field for INVITE packets sent from the MX to the SIP Server if the Registration
parameter is enabled. The From field derives the Domain name on the basis of the Domain in
From Header parameter.

Timeout: This parameter specifies the registration period for the MX. This parameter is
valid only if the Registration option is selected.
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Domain in "From" Header : For INVITE messages that are sent from the MX through
the SIP Sersr, this parameter specifies the display name and URL that is placed in the From
Header:

\ W)

Select Use address of the MX to specify the MX as the originator address.

Select Change to MX domain if device belongs to user to specify the MX as the
originata address if the MX receives the message from an MX User. If the message is
received from an unknown user (such a message may be received from a external source
through the SIP server), the MX does not alter the From header.

Select Use address of ther&er to specify the SIP server as the originator address.

Select Use the following address, and then enter an IP address, to specify another
unrelated address as the originator address.

1.2 Configure the account

Enter the following information
X Name: NexVortex
Active: Check
Codec Profile: Don’'t Care
SIP Profile: Default
Use the following servers: the IP address given to you by NexVortex
Port: 5060
Register: checked
Username: user name/phone number given by NexVortex
From header: Use the address of the MX
To header: Use the domain name for the appropriate server in the Servers List
RequestURI: IP Address
Misc: nothing checked

X X X X X X X X X X X
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1.3 Authentication

The authentication tab is used to define the authenticatiommnafmn for realm based
authentication.

Healm - |User Mame Pazzword

BT

nesyortes. com 2ulltyz

1.3.1 Table Parameters

Each row corresponds to a Protection Domain that the MX is allowed to access.

Realm: This parameter specifies the domain name of the rddlis.must match the domain
that is offering the challenge.

User Name This parameter specifies the User Name under which the MX is allowed to
access the realm.

Password This parameter specifies thassword that the MX uses to authenticate itself with
the realm.

1.3.2 Editing the Table

To add toa realm, access the Realm panel by right clicking in the table and selecting Add.

To edit a realm, accesstiRealm panel by double clicking in one of the Realm entries cells
or select a Realm, press the right mouse button, and select Edit.
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To remove a realm from the table, select the realm, right click the mouse, and select Delete
from the menu.

1.4 Set Up ALG

Set up ALG inProvision | ALG

& Application Layer Gateway == =
Use ALG for RTP traffic -
¥ public ta private
¥ private to public

Metworks

IP Address MNML Mask Address Space
256,256, 255.0 Public:
152.168.1.0 24 256,255.255.0 Private

RTF Paort Range  —

Statng [T000 | Endng 23200 |

" Apply X Larncel P Help
1.5 Troubleshooting
151 No audio on outbound calls made by ZIP5 phones

Make sure that the Max Prioritization time is set to 20, and Silence suppression is disabled.
From the advanced tab of the profile it should look like this

sip customized codec :
payload=0;ptime=20;silsupp=o0ff,payload=8;ptime=20;silsupp=off,
payload=18;pti me=20;silsupp=off
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